
formwork

The formwork systems manufactured and utilised by SA Scaffolding are primarily used in the "in-situ" (one-piece) 
casting of concrete columns walls and floor slabs, normally used during the construction of high-rise buildings, 
bridges, reservoirs and other similar applications.
 
Formwork is mostly manufactured using a metal frame, and 3mm steel faceplate.
 
The formwork systems can be custom designed and adapted to accommodate scale construction and engineering 
projects according to a clients specific needs.
 
The benefits of our formwork system are:
- the formwork system does not require skilled labour to assemble, erect or strip
- formwork produces a smooth off-the-mould finish, which does not require plastering
- various sizes available
- the durable steel faceplate (3mm) withstands vibrating or be penetrated by re-inforcing steel
- our system is inter-changable with other wall form systems

about the formwork system

building with you

Group



Decking Panels are used for 
concrete slabs and can be supplied 
in coined (2.5mm) or folded 
(2.0mm).

Box Floor Centres are used to 
support timber or steel decking 
spanning between walls.

Quick-strip Beams support Decking 
Panels on either side of the beam by 
utilising double headed jacks.

Folded Sections provide extentions 
to the Quick-strip Beam. Also known 
as Top Hats.

FOLDED SECTION

DECKING PANEL

Canti-lever brackets are used to 
cantilever out from the existing 
floor.

CANTI-LEVER BRACKET

Filler Boards are used to fill gaps 
between the wall and the decking 
panels.

PROPS

Props are used to support decking 
box floor centres on which decking 
panels are placed and/or for back-
propping.

FILLER BOARDS

ACCESSORIES

Various accessories used in 
conjunction with other decking 
equipment.

BOX FLOOR CENTRE

QUICK-STRIP BEAM

Decking Panel Folded 825 x 100  
Decking Panel Folded 825 x 150  
Decking Panel Folded 825 x 200 
Decking Panel Folded 825 x 300 
Decking Panel Folded 825 x 450 
Decking Panel Folded 825 x 600 
Decking Panel Folded 914 x 152  
Decking Panel Folded 914 x 229  
Decking Panel Folded 914 x 305  
Decking Panel Folded 914 x 457  
Decking Panel Folded 914 x 610  
Decking Panel Folded 1219 x 100  
Decking Panel Folded 1219 x 152  
Decking Panel Folded 1219 x 305 
Decking Panel Folded 1219 x 457 

No 1  Box Floor Centre 1219 - 2286 
No 2 Box Floor Centre 1829 - 3253
No 3 Box Floor Centre 2439 - 4724 

Quick-strip Beam 900    
Quick-strip Beam 1000    
Quick-strip Beam 1295    
Quick-strip Beam 1500  
Quick-strip Beam 2000   
Quick-strip Beam 2500   

Folded Section 900    
Folded Section 1200  

DESCRIPTION      

DESCRIPTION      

Canti-lever Bracket 532   
Canti-lever Bracket 900 
Canti-lever Bracket 1200
Canti-lever Bracket 1295   

DESCRIPTION      

Filler Boards 825 x 250
Filler Boards 914 x 250
Filler Boards 1219 x 250

No. 1  Prop 1750 - 3150 
No. 2 Prop 1980 - 3400 
No. 3 Prop 2500 - 3940 
No. 4 Prop 3200 - 4900 
No. 5 Prop 3500 - 5850 

DESCRIPTION      

DESCRIPTION      

Hanger Bracket  
U-Head Jack - 38 Hollow r/o 610
Double-headed Jack - 38 Hollow r/o 610
J-Head Jacks - 38 Hollow r/o 610 
Fork-head Jack - 38 Hollow r/o 610

DESCRIPTION      

DESCRIPTION      

DESCRIPTION      

DECKING PANELS

Box Floor Centres are used to 
support timber or steel decking 
spanning between walls.

Quick-strip Beams support Decking 
Panels on either side of the beam by 
utilising double headed jacks.

Folded Sections provide extentions 
to the Quick-strip Beam. Also known 
as Top Hats.

Canti-lever brackets are used to 
cantilever out from the existing 
floor.

Decking Panel Folded 825 x 100  
Decking Panel Folded 825 x 150  
Decking Panel Folded 825 x 200 
Decking Panel Folded 825 x 300 
Decking Panel Folded 825 x 450 
Decking Panel Folded 825 x 600 
Decking Panel Folded 914 x 152  
Decking Panel Folded 914 x 229  
Decking Panel Folded 914 x 305  
Decking Panel Folded 914 x 457  
Decking Panel Folded 914 x 610  
Decking Panel Folded 1219 x 100  
Decking Panel Folded 1219 x 152  
Decking Panel Folded 1219 x 305 
Decking Panel Folded 1219 x 457 

No 1  Box Floor Centre 1219 - 2286 
No 2 Box Floor Centre 1829 - 3253
No 3 Box Floor Centre 2439 - 4724 

Quick-strip Beam 900    
Quick-strip Beam 1000    
Quick-strip Beam 1295    
Quick-strip Beam 1500  
Quick-strip Beam 2000   
Quick-strip Beam 2500   

Folded Section 900    
Folded Section 1200  

Canti-lever Bracket 532   
Canti-lever Bracket 900 
Canti-lever Bracket 1200
Canti-lever Bracket 1295   

Canti-lever brackets are used to 
cantilever out from the existing 
floor.

Filler Boards are used to fill gaps 
between the wall and the decking 
panels.

Props are used to support decking 
box floor centres on which decking 
panels are placed and/or for back-
propping.

Various accessories used in 
conjunction with other decking 
equipment.

Canti-lever Bracket 532   
Canti-lever Bracket 900 
Canti-lever Bracket 1200
Canti-lever Bracket 1295   

Filler Boards 825 x 250
Filler Boards 914 x 250
Filler Boards 1219 x 250

No. 1  Prop 1750 - 3150 
No. 2 Prop 1980 - 3400 
No. 3 Prop 2500 - 3940 
No. 4 Prop 3200 - 4900 
No. 5 Prop 3500 - 5850 

Hanger Bracket  
U-Head Jack - 38 Hollow r/o 610
Double-headed Jack - 38 Hollow r/o 610
J-Head Jacks - 38 Hollow r/o 610 
Fork-head Jack - 38 Hollow r/o 610

Filler Boards are used to fill gaps 
between the wall and the decking 
panels.

Props are used to support decking 
box floor centres on which decking 
panels are placed and/or for back-
propping.

Various accessories used in 
conjunction with other decking 
equipment.

Filler Boards 825 x 250
Filler Boards 914 x 250
Filler Boards 1219 x 250

No. 1  Prop 1750 - 3150 
No. 2 Prop 1980 - 3400 
No. 3 Prop 2500 - 3940 
No. 4 Prop 3200 - 4900 
No. 5 Prop 3500 - 5850 

Hanger Bracket  
U-Head Jack - 38 Hollow r/o 610
Double-headed Jack - 38 Hollow r/o 610
J-Head Jacks - 38 Hollow r/o 610 
Fork-head Jack - 38 Hollow r/o 610



Internal Corner Panels  are 
used on Internal corners to 
align and join panels at 90º.

Splay Panels are used to 
obtain 135º corners . Two  of 
these panels may be used  in 
conjunction with a small 
timber strip to obtain 
different face widths

SPLAY PANELS

3000 x 150 x 150       39.1
2700 x 150 x 150       35.3
2400 x 150 x 150       33.2
2100 x 150 x 150       31.5
1800 x 150 x 150       25.0
1500 x 150 x 150       23.8
1200 x 150 x 150       16.2
 900 x 150 x 150       12.4

DESCRIPTION      MASS (KG)

INTERNAL SPLAY PANEL
1200 x 200 x 100 x 135º       15.90
900 x 200 x 100 x 135º       11.60
EXTERNAL SPLAY PANEL
1200 x 200 x 100 x 135º       15.90
900 x 200 x 100 x 135º       11.60

DESCRIPTION      MASS (KG)

ECONOMY FORM PANELS
900

LENGTH  WIDTH         MASS 
(MM)  (MM)  (KG)

900  75   5.20
900  100  5.94
900  125  7.61
900  150  9.14
900  200  10.61
900  225  12.11
900  230  12.24
900  250  12.41
900  300  14.71
900  350  16.51
900  400  19.03
900  450  21.40
900  500  22.01
900  600  25.91

1000

LENGTH  WIDTH       MASS 
(MM)  (MM)  (KG)

1000  75   6.40
1000  100  7.04
1000  125  8.30
1000  150  9.40
1000  200  11.40
1000  225  12.60
1000  230  12.80
1000  250  13.70
1000  300  15.70
1000  350  17.80
1000  400  20.40
1000  450  21.90
1000  500  25.00
1000  600  26.90

1200

LENGTH  WIDTH       MASS 
(MM)  (MM)  (KG)

1200  75   6.80
1200  100  7.70
1200  125  9.90
1200  150  11.90
1200  200  14.10
1200  225  15.80
1200  230  16.00
1200  250  16.70
1200  300  19.30
1200  350  22.20
1200  400  25.40
1200  450  27.40
1200  500  29.00
1200  600  32.90

1500

LENGTH  WIDTH       MASS 
(MM)  (MM)  (KG)

1500  75   9.10
1500  100  9.50
1500  150  14.80
1500  200  17.10
1500  225  19.40
1500  230  19.90
1500  250  20.00
1500  300  23.70
1500  350  27.90
1500  400  30.20
1500  450  33.40
1500  500  35.10
1500  600  39.90

1800

LENGTH  WIDTH       MASS 
(MM)  (MM)  (KG)

1800  75   10.50
1800  100  11.40
1800  150  17.80
1800  200  20.20
1800  225  23.00
1800  230  23.40
1800  250  25.30
1800  300  28.30
1800  350  33.80
1800  400  36.30
1800  450 40.30
1800  500  42.50
1800  600 48.20

2000

LENGTH  WIDTH       MASS 
(MM)  (MM)  (KG)

2000  75   12.10
2000  100  12.70
2000  125  16.60
2000  150  19.60
2000  200  23.40
2000  225  25.50
2000  230  26.10
2000  250  26.90
2000  300  31.20
2000  350  36.50
2000  400 42.00
2000  450  44.70
2000  500  49.70
2000  600  53.60

2100

LENGTH  WIDTH       MASS 
(MM)  (MM)  (KG)

2100  75   12.30
2100  100  13.20
2100  150  20.50
2100  200  23.40
2100  225  26.80
2100  230  26.80
2100  250  27.40
2100  300  32.80
2100  350  38.20
2100  400  41.70
2100  450  46.20
2100  500  48.60
2100  600  55.30

2400

LENGTH  WIDTH       MASS 
(MM)  (MM)  (KG)

2400  75   11.70
2400  100  15.20
2400  150  23.30
2400  200  28.20
2400  225  31.00
2400  230  31.40
2400  250  26.20
2400  300  37.40
2400  350  38.70
2400  400 43.40
2400  450  53.10
2400  500  56.50
2400  600  63.60

2500

LENGTH  WIDTH       MASS 
(MM)  (MM)  (KG)

2500  75   13.90
2500  100  15.70
2500  125  20.80
2500  150  24.40
2500  200  29.80
2500  225  31.60
2500  230  32.30
2500  250  36.20
2500  300  38.90
2500  350  45.40
2500  400  51.10
2500  450  55.20
2500  500  60.50
2500  600  66.20

2700

LENGTH  WIDTH       MASS 
(MM)  (MM)  (KG)

2700  75   16.90
2700  100  17.00
2700  150  26.20
2700  200  29.80
2700  225  32.50
2700  230  32.70
2700  250  34.70
2700  300  41.90
2700  350  49.60
2700  400  53.40
2700  450  59.00
2700  500  61.20
2700  600  70.70

3000

LENGTH  WIDTH       MASS 
(MM)  (MM)  (KG)

3000  75   18.80
3000  100  18.80
3000  150  29.10
3000  200  32.80
3000  225  38.10
3000  230  38.60
3000  250  39.80
3000  300  46.40
3000  350  55.50
3000  400  59.60
3000  450  65.80
3000  500  70.30
3000  600  78.90

INTERNAL CNR PANEL

100 200
100

200

1000

LENGTH  WIDTH       MASS 
(MM)  (MM)  (KG)

1000  75   6.40
1000  100  7.04
1000  125  8.30
1000  150  9.40
1000  200  11.40
1000  225  12.60
1000  230  12.80
1000  250  13.70
1000  300  15.70
1000  350  17.80
1000  400  20.40
1000  450  21.90
1000  500  25.00
1000  600  26.90

1200

LENGTH  WIDTH       MASS 
(MM)  (MM)  (KG)

1200  75   6.80
1200  100  7.70
1200  125  9.90
1200  150  11.90
1200  200  14.10
1200  225  15.80
1200  230  16.00
1200  250  16.70
1200  300  19.30
1200  350  22.20
1200  400  25.40
1200  450  27.40
1200  500  29.00
1200  600  32.90

1500

LENGTH  WIDTH       MASS 
(MM)  (MM)  (KG)

1500  75   9.10
1500  100  9.50
1500  150  14.80
1500  200  17.10
1500  225  19.40
1500  230  19.90
1500  250  20.00
1500  300  23.70
1500  350  27.90
1500  400  30.20
1500  450  33.40
1500  500  35.10
1500  600  39.90

2000

LENGTH  WIDTH       MASS 
(MM)  (MM)  (KG)

2000  75   12.10
2000  100  12.70
2000  125  16.60
2000  150  19.60
2000  200  23.40
2000  225  25.50
2000  230  26.10
2000  250  26.90
2000  300  31.20
2000  350  36.50
2000  400 42.00
2000  450  44.70
2000  500  49.70
2000  600  53.60

2100

LENGTH  WIDTH       MASS 
(MM)  (MM)  (KG)

2100  75   12.30
2100  100  13.20
2100  150  20.50
2100  200  23.40
2100  225  26.80
2100  230  26.80
2100  250  27.40
2100  300  32.80
2100  350  38.20
2100  400  41.70
2100  450  46.20
2100  500  48.60
2100  600  55.30

2400

LENGTH  WIDTH       MASS 
(MM)  (MM)  (KG)

2400  75   11.70
2400  100  15.20
2400  150  23.30
2400  200  28.20
2400  225  31.00
2400  230  31.40
2400  250  26.20
2400  300  37.40
2400  350  38.70
2400  400 43.40
2400  450  53.10
2400  500  56.50
2400  600  63.60

2700

LENGTH  WIDTH       MASS 
(MM)  (MM)  (KG)

2700  75   16.90
2700  100  17.00
2700  150  26.20
2700  200  29.80
2700  225  32.50
2700  230  32.70
2700  250  34.70
2700  300  41.90
2700  350  49.60
2700  400  53.40
2700  450  59.00
2700  500  61.20
2700  600  70.70

3000

LENGTH  WIDTH       MASS 
(MM)  (MM)  (KG)

3000  75   18.80
3000  100  18.80
3000  150  29.10
3000  200  32.80
3000  225  38.10
3000  230  38.60
3000  250  39.80
3000  300  46.40
3000  350  55.50
3000  400  59.60
3000  450  65.80
3000  500  70.30
3000  600  78.90

Internal Corner Panels  are 
used on Internal corners to 
align and join panels at 90º.

Splay Panels are used to 
obtain 135º corners . Two  of 
these panels may be used  in 
conjunction with a small 
timber strip to obtain 
different face widths

3000 x 150 x 150       39.1
2700 x 150 x 150       35.3
2400 x 150 x 150       33.2
2100 x 150 x 150       31.5
1800 x 150 x 150       25.0
1500 x 150 x 150       23.8
1200 x 150 x 150       16.2
 900 x 150 x 150       12.4

INTERNAL SPLAY PANEL
1200 x 200 x 100 x 135º       15.90
900 x 200 x 100 x 135º       11.60
EXTERNAL SPLAY PANEL
1200 x 200 x 100 x 135º       15.90
900 x 200 x 100 x 135º       11.60

2500

LENGTH  WIDTH       MASS 
(MM)  (MM)  (KG)

2500  75   13.90
2500  100  15.70
2500  125  20.80
2500  150  24.40
2500  200  29.80
2500  225  31.60
2500  230  32.30
2500  250  36.20
2500  300  38.90
2500  350  45.40
2500  400  51.10
2500  450  55.20
2500  500  60.50
2500  600  66.20

2700

LENGTH  WIDTH       MASS 
(MM)  (MM)  (KG)

2700  75   16.90
2700  100  17.00
2700  150  26.20
2700  200  29.80
2700  225  32.50
2700  230  32.70
2700  250  34.70
2700  300  41.90
2700  350  49.60
2700  400  53.40
2700  450  59.00
2700  500  61.20
2700  600  70.70

3000 x 150 x 150       39.1
2700 x 150 x 150       35.3
2400 x 150 x 150       33.2
2100 x 150 x 150       31.5
1800 x 150 x 150       25.0
1500 x 150 x 150       23.8
1200 x 150 x 150       16.2
 900 x 150 x 150       12.4

INTERNAL SPLAY PANEL
1200 x 200 x 100 x 135º       15.90
900 x 200 x 100 x 135º       11.60
EXTERNAL SPLAY PANEL
1200 x 200 x 100 x 135º       15.90
900 x 200 x 100 x 135º       11.60

2700

LENGTH  WIDTH       MASS 
(MM)  (MM)  (KG)

2700  75   16.90
2700  100  17.00
2700  150  26.20
2700  200  29.80
2700  225  32.50
2700  230  32.70
2700  250  34.70
2700  300  41.90
2700  350  49.60
2700  400  53.40
2700  450  59.00
2700  500  61.20
2700  600  70.70



Column boxes 
have 3mm face 
plate, and can 
be used for both 
square or 
rectangular 
columns.

TYPE-A BOX

Circular Column Boxes 
are made using a 3mm 
face plate.

Available in sizes 
from 300mm to 
900mm diameter. 

Heights vary from 
300mm to 
3600mm.

COLUMN BOXES

Available in 
all sizes from 
150 to 
900mm wide, 
in increments 
of 50mm and 
up to 
3600mm 
high.

DESCRIPTION      DESCRIPTION      CIRCULAR COLUMN BOX

FORMWORK ACCESSORIES
CLIP & WEDGE SET

MASS (kg)  0.11   MASS (kg)  0.50   

PMI WEDGE “B” CLAMP“C” CLAMP

MASS (kg)  0.82   MASS (kg)  1.06

TIE ROD M12 / M16 TIE ROD NUT FERRULE ROSE FERRULE JACK

MASS (kg)  MASS (kg)   MASS (kg)   MASS (kg)  

Circular Column Boxes 
are made using a 3mm 
face plate.

Available in sizes 
from 300mm to 
900mm diameter. 

Heights vary from 
300mm to 
3600mm.

Available in 
all sizes from 
150 to 
900mm wide, 
in increments 
of 50mm and 
up to 
3600mm 
high.

MASS (kg)  0.11   MASS (kg)  0.50   

MASS (kg)  MASS (kg)   

www.sascaffold.co.za

Quotes
sales@sascaffold.co.za
quotes@sascaffold.co.za

316 Mundt Street  Waltloo  Pretoria  0184
PO Box 740  Silverton  0127
Tel +27 12 803 1928
Fax +27 12 803 9926
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